
VA
LV

ES
 A

N
D

M
ET

ER
S

05

82 Product specifications are subject to change without prior notice

369 228

369 230

365 300

369 236 - 369 237

OTHER METERS AND ACCESSORIES

365 575 186 300 

PRESET DIGITAL METER
HOSE END METER FOR WATER 

BASED FLUIDS
DELIVERY GUN FOR WATER

BASED FLUIDS

365 300 Preset digital meter
Oval gear hose end meter with preset function. 
Preset mode dispensing allows hands off 
operation as the meter automatically shuts off 
once the preset volume is delivered. Meter with 
digital display, works with four easy to replace 
1,5 V AAA alkaline batteries. Includes inlet swivel 
and rigid outlet with non-drip nozzle.

365 575 Hose end meter for water 
based fluids
Oval gear hose end meter with electronic display 
for measured delivery of windshield washer, 
coolant and antifreeze solutions. Display is 
powered with two easy to replace 1,5 V AAA 
alkaline batteries. Meter can measure in litters, 
quarts, pints and US gallons.
The meter is flange coupled delivery gun 186 300.
Fluid inlet: 1/2" BSP (F).
Maximum flow: 30 l/min.
Maximum working pressure: 30 bar.
Operating temperature range: 
10 to 60 ºC (14 to 140 ºF).

186 300 Delivery gun for water
based fluids
Delivery gun with reinforced polyamide body 
and stainless steel valve mechanism for use 
with fluids like windshield wash solutions, 
glycol solution (anti-freeze and other water 
based solutions. Includes brass inlet swivel with 
1/2" BSP (F) connection thread and flexible 
outlet with 90º angled nozzle with quarter turn 
opening / closing non-drip tip.

They fit all metered and non-metered oil guns EC30, PA40, MC30 and MP30. Connection thread: 
1/2" BSP (M). Non-drip tips are manufactured in brass.

369 224 Flexible outlet with automatic opening / closing non-drip tip.
369 228 Flexible outlet with 90º angled nozzle with quarter turn opening / closing non-drip tip.
369 230 Flexible outlet with 90º angled nozzle with automatic opening / closing non-drip tip
369 232, 60º rigid outlet with quarter turn opening / closing non-drip tip.
369 234 Formable outlet with quarter turn opening / closing non-drip tip.
369 241 Formable outlet with quarter turn opening / closing narrow (Ø 8 mm) non-drip tip.
369 244 Rigid straight outlet with semiautomatic non-drip tip. For MP30 mechanical preset meter.

369 606 Pack of four color coded protectors. For mounting at the EC30 meters and PA40 oil gun outlets.

ACCESSORIES 1/2" CONNECTION THREAD OUTLETS

ACCESSORIES 3/4" CONNECTION THREAD OUTLETS

369 234 369 241

369 244

369 606

They fit all EC70 and PA70 metered and non-metered guns. Connection thread: 3/4" BSP (M) and 
bonded washer seal.

369 236 Flexible outlet with semiautomatic non-drip tip.
369 237, 30º angled rigid outlet with semiautomatic non-drip tip.

 369 232

369 224


